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FROM: : DISTRICT GEOLOGIST ME, SALT ,LAKE CITY, UTAH

TO : DISTRICT ENGINEER, , SALT LAKE CITY, UTAR .

SUBJECT: AFD MINERAL EVALUATION REPORT LEASE NO. 326( OO

OPERATOR: e C
-

. WELL NO. . y 9- -- I'? ER

LOCATION: <;wk sw k Sw i sec. (7 , T. 4 5, , R. JoE , S C/V\

County, ML

1. Stratigraphy:

G ,-Re ros '

o'

2. Fresh water:

3. Leasable Minerals:

4. Additional Logs Needed:

5. Potential Geologic Razards: e a cÙ

6. References and Remarks:

Signature: Aam t...e, ) Date:
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Identification CER/EA No• 440-81

United States Department of the Interior
Geological Survey

2000 Administration Bldg.
1745 West 1700 South

Salt Lake City, Utah 84104

NEPA CATEGORICAL EXCLUSION REVIEW

PROJECT IDENTIFICATION

Operator Belco Development Corp.

Project Type Oil Well Development

Project Location 511' FWL 268' FSL Section 17, T. 9S, R. 20E

Well No. 47-17 GR Lease No. U-38400

Date Project Submitted April 30, 1981

FIELD INSPECTION Date May 29, 1981

Field Inspection
Participants Craig Hansen USGS, Vernal

Lynn Hall BIA, Ft. Duchesne

Rick Schatz Belco

Related Environmental Documents:

I have reviewed the proposal in accordance with the categorical exclusion review
guidelines. This proposal would not involve any significant effects and, there-

fore, does notnere8present an exception to t exclu

Date Prepared Env onmenËal Scientist

I concur

n 5 i s"Taic ENGWEER

Date District Supervisor

Typing In 6-8-81 Typing Out



CATEGORICAL EXCLUSION REVIEW INFORMATION SOURCE

al arxl
Federal/StateAgency private Other

Corre- Phone corre- studies Onsite
Criteria spondence check Motiry spondence Previous and scaff inspection

5l6 DM 2.3.A (date) (date) (date) (date) NEPA reports expertise (date) Other

Public health ¶çf
and safety

Michs
-

Enviromentally
controversial

. Establishes
precedents

. Curulatively
significant

. National Regi.ster
historic places

. Endangered/ /
ebreatened species /

. Violate Federal,
State, local,
tribal law



RECOMMENDED STIPULATIONS FOR BELCO #47-17

1. Operator will adhere to standard BIA surface stipulations.

2. Operator will paint production facilities a tan color to blend in with the

natural surroundings.

3. Reserve pits will be li. d with a plastic to insure pit integrity.

4. Access road will be gra led in low spots to insure



CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Survey
(Conservation Division, Geological Division, Water Resource Division,
Topographic Division)

3. Lease Stipulations/Terms

4. Application Permit to Drill

5. Operator Correspondence

6. Field Observation

7. Private Rehabilitation
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'l. ÒEOLOGIC SURFACE FORMATION:

Uinta formation of the Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta SURFACE
Green River 1825'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Uinta Sand and shale, possible water
Green River Sand and shale, anticipate oil.

4. PROPOSED CASING PROGRAM:

a) Surf Csg: 13 3/8" 54.5#, K-55 to 200', cement to surface
b) .Prod Csg: 4 1/2" 11.6#, K-55 to TD, will use enough cement

to cover 200' over top of Green River formation

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operators minimum specifications for pressure control equip-
ment are as follows: 10", 3000 PSI hydraulic doublegate BOP or
the equivalent. Pressure tests of BOP to 1000# will be made
prior to drilling surface plug and on each trip for bit.

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

It is proposed that the hole will be drilled to approx.
4000' with 3% KCL water in order to clean the hole. From
4000' to TD it is planned to drill the well with mud. The
mud system will be a water based, gel-chemical mud, weighted
up to 10.5 ppg as required for gas control.

7. AUXILŒARY EQUIPMENT TO BE USED:

Auxiliary equipment to be used will be a 2", 2000 PSI choke man-
ifold and kill line, stabbing valve, kelly cock and visual mud
monitoring.

8. TESTING, LOGGING AND CORING PROGRAMS:

No coring or drill stem testing has been scheduled for this well.
The logging will consist of DLL, CNL, FDC and Gamma Ray w/caliþer.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

It is not anticipated that abnormal pressures or temperatures will
be encountered, nor that any other abnormal hazards such as H2S
gas will be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

Anticipated starting date is7-28-81. Drilling operations should
be complete 2 1/2 weeks after they



13 Point Surface Use Plan

DUCK CREEK FIELD - NATURAL DUCK FIELD

DC 43-17GR ND 15-21GR
DC 44-17GR ND 16-20GR
DC 45-17GR ND 17-20GR
DC 46-17GR ND 18-20GR

LD,C 47-1709 ND 19-20GR
DC 48-17GR ND 20-20GR
DC 49-17GR ND 21-20GR
DC 50-o7GR ND 22-20GR
DC 51-8 GR ND 23-20GR
DC 56-8,GR
DC 57-8 GR
DC 58-8GR
DC



l. EXISTING ROADS

A. For the location of the proposed well sites and existing roads,
see the Topo maps marked "B", attached to the APD's. All the
proposed wells are located in Sections 8, 17, 20 and 21, T9S,
R20E, Uintah County, Utah. All wells are within 5 to 6 miles
of Ouray, Utah.

B. The county road running south from Ouray, Utah takes you directly
into Sections 8,17, 20 and 21 where these proposed wells are located.
All access roads branch out from this county road.

C. The proposed access roads are outlined in detail on the Topo Mapsmarked "B" attached to each individual APD.

D. See Topo Maps "B".

E. Not applicable.

F. Access to the proposed well sites will be over the existing countyroad except for the proposed access roads. The proposed access
roads will be crowned and ditched so as to accomodate rig traffic.

2. PLANNED ACCESS ROADS

See the Maps attached to each APD.

The planned access roads will comply with the general specifications
as outlined.

A. Proposed access roads will be 32 foot crown roads, usable 16
feet on either side of the centerline, with drain ditches alongeither side of the proposed roads, where it is determined necessaryin order to handle any run off from the normal weather conditions
prevalent to this area.

B. Maximum grades of the proposed access roads will be 3% and will notexceed that amount.

C. No turnouts are planned for the length of the proposed access roads,so additional cut disturbances will be kept to a minimum. Line of
site vision is such that turnouts are unnecessary.

D. Drainage.design of the proposed roads will avoid unnecessary disturb-
ance of-the natural run off patterns. Drainage will be implemented
so as not to cause siltation or accumulate any debris.

E. Surfacing material shall be the native borrow material from the cutareas and will be used to stabilize the road surfaces and the locationsNo other material for construction is anticipated.

F. No fences will be crossed in order to access the proposed locations;No cattle guards will be
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G. The roads have been centerline staked for the full distance of
the proposed routes.

3. -LOCATION OF EXISTING WELLS

A. Water wells-None

B. Abandoned wells-None

C. Temporarily abandoned wells-None

D. Disposal wells-None

E. Drilling wells-DC
.4-17, Gas well.

F. Producing wells- Section 8,DC 41-8GR, Section 17, DC 24-17GR, Section
20, Cige 32-22-9-20, Sun 2 s.O., NBU 21-20B, Section 21, CIGE 28,(NBU 34-Y) ND 10-21GR, ND ll-21GR, ND 4-21GR, NBU 19-21B. River JunctioUnit, Phillips RJ l & RJ 2.

G. Shut in wells-none

H. Injection wells-None

I. Monitoring wells-None

4. LOCATION OF EXISTING AND PROPOSED FACILITIES

A. Existing production facilities located within one mile of the pro-
posed well are:

1. Tank batteries-Section 16, DC 7-16GR, DC 3-16GR, DC 14-16GR,
DC 5-16GR, DC ll-16GR, DC 6-16GR, DC 16-16GR. Section 21, ND 4-21,
CIGE 28-21-9-20.

2. Production Facilities: Section 8, DC 41-8GR, Section 17, DC 24-17GR
Section 20, Sun 2 S.O., CTGE 32, NBU 21-20B, Section 21, ND ll-21GR
ND 10-21GR, ND 4-21GR, NBU 19-21B, CIGE 28 (NBU 34-Y) Section 16,
DC 8-16GR, DC 7-16GR, DC 17-16GR DC 3-16GR, DC 16-16GR, DC 14-16GR,
DC 15-16GR, DC 5-16GR, DC ll-16GR, DC 6-16GR, DC 18-16, DC 10-16GR.

3. Oil Gathering Lines: Buried oil line from DC 15-16GR to DC 5-16GR,
DC 8-16GR to DC 7-16GR, and DC 17-16GR to DC 7-16GR.

4. Gas gathering lines- Northwest Pipeline's gas gathering lines.

5. There are no injection lines in this area.

6. There are no disposal lines in the area.

See attached Duck Creek-Natural Duck Fields map for location of the above.

B. Attached to each individual APD is a diagram marked "B" showing the
production facilities to be utilized in the event of production of oil.
All production facilities, tank batteries, separators, de-hys, etc.,
will be kept on the location
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Construction materials will be native borrow or cut exposed on
the site and will be consistent with accepted oilfield standards
and good engineering practices..

A three strand barbed wire fence will be constructed and main-
- tained around any disposal pits during the drilling and completion

. phase of the well. When these pits are no longer needed or within
90 days, they will be covered over with native borrow material and
rehabilitated to conform.with the provisions of the rehabilitation
agreement of BIA standards.

Guard rails will be constructed.around the wellbead to prevent
access to livestock or wildlife.

Rehabilitation of the pits is discussed above. The remaining pad
- not used for producing operations will be recontoured to conform

with the natural grade and covered with topsoil.saved on the site.
This area will be reseeded as per BIA specifications.

5. LOCATION AND TYPE OF WATER SUPPLY

A. Water to be used to drill these wells will be hauled by truck
from the White River. Access point for the water will be near
the White River Bridge, Section 4, T9S, R20E, Uintah County,
Utah. Permit for this water will be.purchased from the Bureau
of Indian Affairs, prior to the drilling operations.

B. Water will be hauled by truck -(Liquid Transport of Duchesne,
Utah, PSC #1969) on the above described access routes. See
access routes on Topo Maps "B", attached to each APD. No new
roads or pipelines will be needed for this purpose.

C. No water wells will be drilled.

6. SOURCE OF CONSTRUCTION MATERIALS

A. All construction materials for these locations and their access
roads will be native borrow rock and soil, accumulated during
the construction. No additional road gravel or pit lining
materials are anticipated at this time, but if they are required,
appropridte action will be taken to acquire them from private
sources after notification is given to the proper regulatory
agencies.

B. Items described in part "A" are from BIA regulated lands.

C. See part "A".

D. No other access roads are required, other than described in Item
2.

7. METHODS OF HANDLING WASTE DISPOSAL

A. Drill cuttings, drilling fluids, salts, chemicals, and produced
fluids will be disposed of in the reserve pits on the location
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B. See "A" above for disposal of drilling fluids.

C. See "A" above for disposal .of produced water.

D. A portable chemical toilet will be provided for human waste
during the drilling phase.

E. Garbage and other waste materials will be contained in a wire
mesh cage and then disposed of in an approved waste disposal
facility.

F. Immediately after the drilling rig moves off the location,
the remaining trash and garbage will be collected and hauled
away by truck. The reserve pit will be fenced on the open side
to protect domestic animals and wildlife. This pit will be
utilized during the completion and testing phase of the well
for storage of produced fluids.

8. ANCILLARY FACILITIES

No airstrips or camps are planned for these wells.

9. WELL SITE LAYOUT

See the Location Layout sheets attached to the individual APD's
which show the following items:

A. Cross section of the pad, showing details of the cuts and fills.

B. Location of the reserve pits, pipe racks, living facilities and
topsoil stockpile.

C. Rig orientation, parking areas and access road.

D. Pits will be lined to conserve water and will be fenced on the
fourth side at the completion of operations. Proper NTL-2B
notices will be filed if the wells produce water.

10. PLANS FOR RESTORATION OF SURFACE

In the event of a dry hole, pits will be allowed to dry and will
then be backfilled and waste pits will be backfilled. The location
will be restored to as near the original contour as feasible and
then reseeded.

1. Upon completion of the testing phase of the well, the
areas not needed for access to the well and used for pro-
ducing operations will be filled and recontoured to blend
with the surrounding topography and the stockpiled soil
redistributed over the unused disturbed area. After final
plugging and abandonment of the well, the entire disturbed
area.will be contoured and topsoil spread over any pre-
viously disturbed
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2. The revegetation of the drill site area and access not
needed to carry on production operations will be reseeded
with a seed mixture recommended by the BIA. It will be
performed at a time of :the year when the moisture content
of the soil is adequate for germination. The Lessee agrees
that all.of the clean up and restoration activities shall be
done in a diligent and timely manner and in conformity
with the above mentioned Items 7 and 10 (1).

3. All pits will be fenced prior to disposal of any waste
material and the open side of the reserve pit will be
fenced before removing the rig from location. The fences
will be maintained in good condition until Item (1) is
started.

4. Any oil or condensate on any temporary pit will be removed
in a timely manner. Overhead flagging or netting will be
installed on any sump pit used to handle well fluids
during the producing life of the well.

5. Restoration activities will begin within 90 days after the
completion of the well. _Once completion activities have
begun, they will be completed within 30 days. All wellhead
and surface equipment will be painted to blend with the
environment, according to BIA specifications.

11. OTHER INFORMATION

Topography of the general area is relatively flat, rolling
terrain, consisting of clay and stabilized sand dunes.

Vegetation in the area consists of four-wing saltbrush, tumble-
weed, cotton-born horsebrush, spiny hop sage, curly grass, match-
weed, greasewood and a sparse population of Indian ricegrass.

Livestock grazing, mineral exploration and production are the
only surface use activities in the area. All lands involved
with these locations are controlled by the BIA.

There is no water.in the immediate vicinity of these locations,the Green River runs 1 to 3 miles to the north of these locations
and also 3 to 4 miles to the west. No occupied dwellings or
known archeaological or cultural sites are in this area.

12.. Belco Development Corporation's representative for these operations
will be Mr. J. C. Ball, District Engineer, P. O. Box X, Vernal,
Utah, 84078, telephone



13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drill sites and access routes; that I am
familiar with the conditions which presently exist, that the state-
ments made in this Plan are to the best of my knowledge, true and
correct; and that the work associated with -the operations proposed
herein will be performed by Belco Development Corporation, it's con-
tractors and subcontractors in conformity with this Plan and the
terms and conditions under which it is approved.

DATE Ý~l ac6 -

J. C. BALL
D strict



WELL NAME: DUCK CREEK 47-17GR

LOCATION: Section 17, T9S, R20E, Uintah County, Utah

1. FIREARMS:

Employees of Belco Development Corporation, it's contractors and
subcontractors have been instructed not tx> carry firearms on the
Uintah and Ouray Indian Reservation.

2. OFFROAD TRAFFIC:

Employees of Belco Development Corporation, it's contractors, and
subcontractors have been instructed to remain only on established
roads and well sites.

3. FIREWOOD:

Employees of Belco Development Corporation, its contractors and
subcontractors have been notified of the requirements of the Bureau
of Indian Affairs to obtain a wood permit from the Forestry Section
before gathering any woodeon the Uintab and Ouray Indian Reservation.

4. RESTORATION:

All topsoil will be stripped and stockpiled. When all drilling
and production activities end or if abandonment is required, the
location site and access road will be reshaped to the original
contour and stockpiled soil spread over the disturbed area. Any
drainages rerouted during the construction activities shall be
restored as near as possible to their original line of flow.Res-
toration activities shall begin when the pit is sufficiently
dry. Once activites have been completed, the location site
and access road shall be reseeded with a seed mixture recommend-
ed by the Bureau of Indian Affairs when the moisture content of
the soil is adequate for seed germination.

5. DISPOSAL OF PRODUCED WATERS:

No produced water is anticipated. However if water is produced,
Belco Development Corporation will comply with all requirements
of NTL-2B.

6. SIGNS:

A sign stating the following shall be placed on the access road
to the location site:

AUTHORIZED PERSONNEL ONLY
BELCO DEVELOPMENT CORPORATION

WELL IDENTIFICATION
FIREARMS ARE PROHIBITED

THIS LAND IS OWNED BY THE UINTAH
AND OURAY INDIAN RESERVATION

PERMITS TO CUT FIREWOOD MUST BE OBTAINED
FROM THE BIA FORESTRY SECTION PRIOR TO

CUTTING OR GATHERING ANY WOOD ALONG THIS



7. RIGHTS OF WAYS:

Right-of-way and damages will be paid as per the resurvey by
Uintab Engineering and their affidavit of completion.

8. PERMITS FOR WATER OR EARTH FILL:

Water for this operation will be obtained from the white
River, near the White River Bridge in Section 4, T9S, R20E.
Permit for water will be purchased before the drilling oper-

- ations commence.

9. WEED CONTROL:

Belco Development Corporation will initiate a plan for
controlling noxious weeds alongside the location and road in
accordance with BIA specifications.

10. LITTER:

All -litter will be contained in a trash cage and removed
from the location at the end of drilling and completion
activities. The area will be groomed and cleaned before removal
of the cage.

11. BENCH MARKS:

A bench mark will be established near the well site, set in
concrete with a brass cap showing the well number and the
elevation of the site.

DATE: - 2 Ÿ
/J. C. Ball

District
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O. Box X
Vernal, Utah 84078
Telephone (801) 789-0790

Beico.Development Ôorporation

Belco
June 30, 1981

State of Utah-Dept. of Natural Resources
Division of Oil, Gas and Mining
1588 West North Temple
Salt Lake City, Utah 84116

RE: Duck Creek 47-1 GR
Section 17, T95, R20E
Uintah County, Utah

ATTENTION: Mr. Mike Minder

Belco Development Corporation is requesting that the un-
orthodox location shown on the Application for Permit to
Drill f'or the subject well be approved. The unorthodox
location was staked because the topography of the area
does not permit an orthodox location. Belco Development
Corpora ion has all the mineral lease rights within 660'
of the location.

Very truly yours,

J. Ò. Báll
Districó ingineer

JCB/lns

xo:



July 9, 1981

Belco Development Corp.
P. 0. Box "X"
Vernal, Utah 84078

RE: Well No. Duck Creek #47-14GR
Sec. 17, T. 93, R. 20E,
Uintah Count,y, Utah

Insofar as this office is concerned, approval to drill the above
referred to oil well on said unorthodox location is hereby granted in
accordance with Rule C-3(c), General Rules and Regulations and Rules of
Practice and Procedure.

Should you determine that it will be necessar.y to plug and abandon
this well, you are hereby requested to immenteli notify the following:

MICHAELT. MINDER- Petroleum Engineer
Office; 533-5771
Bome: 876-3001

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-047-31016.

Sincerely,

DIVISIONOF OIL, GAS, ANDMINING

Michael T. Minder
Petroleum Engineer

MTM/dh
CC:



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Director
Oil, Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 - 801-533-5771

March 3, 1982

Belco Development Corporation
P. O. Box X
Vernal, Utah 84078

Re: See attached

Gentlemen:

In reference to the above mentioned wells,considerable time has gone
by since approval- was obtained from this office.

This office has not. received any notification of spuddi.ng. If you do
not intend to drill these wells,please notify this Division. If spudding
or any other activity has taken place, please send necessary forms. If you
plan to drill this location at a later date, please notify as such.

Your prompt attention to the above will be greatly appreciated:

Very truly yours,

DIVISION OF OIL, GAS AND MINING

Cari Furse
Clerk Typîst

Board/Charles R. Henderson, Chairrnan •John L. Bell • E. Steele Mcintyre • Edward T. Beck
Robert R. Norman - Margaret R. Bird • Herm Olsen

an equoi opportunity employer - piecse recycle
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Well No. Duck Creek 56-8GR Well No. Duck Creek #57-8GR
Sec.8, T. 9S, R. 20E. Sec. 8, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #58-8GR Well No. Duck Creek #59-8GR
Sec. 8, T. 9S, R. 20E. Sec. 8, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #54-9 Well No. Duck Creek #55-9
Sec. 9, T. 9S, R. 20E. Sec. 9, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #52-16GR Well No. Duck Creek #13-17GR
Sec. 16, T. 9S, R. 20E. Sec. 17, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #43-17GR Well No. Duck Creek #44-17GR
Sec. 17,-T. 9S, R. 20E. Sec. 17, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #45-17GR Well No. Duck Creek #46-17GR
Sec. 17, T. 9S, R. 20E. Sec. 17, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #47-17GR Well No. Duck Cfeek #48-17GR
Sec. 17, T.. 9S, R. 20E. Sec. 17, T. 9S, R. 20E .

Uintah County, Utah , Uintah County, Utah -

Well No. Duck Creek #49-17GR Well No. Natural Duck #16-20GR
Sec. 17, T. 95, R. 20E. Sec. 20, T. 95, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Natural Duck #17-20GR Well No. Natural Duck #18-20Gr
Sec. 20, T. 9S, R. 20E Sec. 20, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Natural Duck #19-20GR Well No. Natural Duck #20-20GR
Sec. 20, T. 9S, R. 20E. Sec. 20, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Natural Duck #21-20GR Well No. Natural Duck #22-20GR
Sec. 20, T. 9S, R. 20E. Sec. 20, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Natural Duck #23-20GR Well No. Natural Duck #15-21GR
Sec. 20, T. 9S, R. 20E. Sec. 21, T. 95, R. 20E.
Uintah County, Utah Uintah County,



P.O: BxX
Vemal. Utah 84078
Telephone (801) 789-0790

Belco Development Corporation

Belco
March 8, 1982

State of Utah
Division of Oil, Gas and Mining
1588 West North Temple
Salt Lake City, Utah 84116

Attn: Cari Furse

RE: See attached list

Dear Ms Furse,

All wells as listed on the attached sheet are being consid-

ered by Belco Development Corporation for drilling sometime this
year. No activity has taken place on any location as of this
date. Belco will notify you when the location is spudded. The
Duck Creek 52-16GR well is still waiting on USGS approval.

Engineering Clerk

/kk

cc: File

OlVISIONOF
OILGAS&



ell No. Duck Creek 55-SGR Well No. Duck Creek #57-8GR
Sec.8, T. 9S, R. 20E. Sec. 8, T. 9S, R. 20E. o,Uintah County, Utah Uintah County, Utah

Well No. Duck Creek ú58-8GR Well No. Duck Creek #59-8GR
Sec. 8, T. 9S, R. 20E. Sec. 8, T. 9S, R. 20E.Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #54-97 Well No. Duck Creek #55-9Sec. 9, T. 95, R. 20E. Sec. 9, T. 9S, R. 20E. VUintah County, Utah Uintah County, Utah

Well No. Duck Creek #52-16GR Well No. Duck Creek #13-17GRSec. 16, T. 9S, R. 20E. Sec. 17, T. 9S, R. 20E. /Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #43-17GR '
Well No. Duck Creek #44-17GRSec. 17, T. 9S, R. 20E. Sec. 17, T. 9S, R. 20E yUintah County, Utah Uintah County, Utah

Well No. Duck Creek #45-17GR Well No. Duck Creek #46-17GRSec. 17, T. 9S, R. 20E. Sec. 17, T. 9S, R. 20E.¿Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #47-17GR / Well No. Duck Creek #48-17GRSec. 17, T. 98, R. 20E. Sec. 17, T. 9S, R. 20E. V
Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #49-17GR V Well No. Natural Duck #16-20GRSec. 17, T. 9S, R. 20E. Sec. 20, T. 9S, R. 20E.«Uintah County, Utah . Uintah County, Utah

Well No. Natural Duck 17-20GR Well No. Natural Duck #18-20GrSec. 20, T. 9S, R. 20E V Sec. 20, T. 9S, R. 20E. /Uintah County, Utah Uintah County, Utah

Well No. Natural Duck fl9-20GR-- Well No. Natural buck #20-20GR
Sec. 20, T. 9S, R. 20E. Sec. 20, T. 95, R. 20E. «Uintah County, Utah Uintah County, Utah

Well No. Natural Duck f21-20GR - Well No. Natural Duck #22-20GR
Sec. 20, T. 95, R. 20E. Sec. 20, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah '

Well No. Natural Duck f23-20GR -- Well No. Natural Duck #15-21GR
Sec. 20, T. 9S, R. 20E. Sec. 21, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah
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Oil and Gas Operations

2000 Administration Building
1745 West 1700 South

Salt Lake City, Utah 84104

June 10, 1982

Belco Development Corporation
P.O. Box X
Vernal, Utah 84078

Re: Rescind Applications for Permit
to Drill
Well Nos. 45-17, 46-17 & 47-17
Section 17-T95-R20E
Uintah Gounty, Utah
Lease No. U-38400

Gentlemen:

The Applications for Permit to Drill the referenced wells were approved -

in May and June, 1981. Since that date no known activity has trans-
pired at the approved locations. Under current District policy, appli-
cations for permit to drill are effective for a period of one year. In
view of the foregoing this office is rescinding the aooroval of the
referenced applications without prejudice. If you intend to drill at
these locations at a future date, new applications for permit to drill
must be subnitted.

This office requires a letter confirming that no surface disturbance
has been made at these drill sites. Any surface disturbance associated
with the approved locations of these wells will be rehabilitated. A
schedule for the rehabilitations must then be sutaitted to this office.
Your cooperation in this matter is appreciated.

Sincerely,

E. W. Guynn
District Oil & Gas Supervisor

bcc: SMA
State O&G
State BLM
MMS-Vernal
Well File
APD Control

DB/dh

JUN11 1982

DIVISIONOF
O!L.GAS&
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